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Subject to technical and optical changes and further developments.

FLOOR SAW CF-22 E

Additional features
•	 Can be dismantled into three assemblies for transport
•	 Saw blade can be mounted on the right or left
•	 Quick and easy change of cutting side
•	 Infinitely variable cutting depth adjustment by means of a hand crank
•	 Hinged blade guard for cutting right up to walls
•	 Adjustable cutting depth indicator and parking brake
•	 Height-adjustable push bar
•	 Water supply only possible via external pressure water connection

Electrically driven floor saws are suitable for indoor cutting where it is not permitted to use machines with combustion motors due to regulations 
regarding emission and/or noise protection.

The electric joint cutter CF-22 E can be dismantled into 3 assemblies in just a few steps and is used especially in areas that are difficult to access. The 
construction in 3 transport-friendly assemblies enables easy transport, e.g. in a station wagon, and allows the CF-22 E to be assembled directly on site. 
Disassembly and assembly of the subassemblies is carried out without additional tools.

Technical data CF-22 E

Max. cutting depth mm 145 - 270
Blade-Ø mm 450 - 700
Bore hole of blade mm 25,4
Blade mounting right or left
Max. mounting width mm 6
Motor output kW 7,5 
Voltage V / Hz 400 V / 50
Amperage A 16
Cutting depth adjustment hand wheel
Feed manual
Dimensions L/W/H (transport) mm 1350 / 660 / 930
Weight kg 110

NEW: Flush wall cutting equipment for cuts particularly close to 
the wall optionally available.
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