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Subject to technical and optical changes and further developments.

FLOOR SAW CF-50.2 E

•	 Saw blade can be mounted on the right or left side
•	 Quick and easy change of the cutting side
•	 Equipped with 2 blade guards as standard (800 / 1200 mm) 
•	 Uniform feed due to hydrostatic travel drive 
•	 Connection switchable between 32 A and 63 A (15 and 22 kW)
•	 Electro-hydraulic cutting depth adjustment and blade lift
•	 Hinged blade guard for cuts up to walls
•	 User-friendly adjustable cutting depth display on the control panel
•	 Crane eyes for easy loading and moving of the machine
•	 Water supply only possible via external pressurised water connection

The all-electric joint cutter CF-50.2 E is used for cutting 
and deep cutting in asphalt or concrete up to a cutting 
depth of 500 mm. It can be operated with either 15 or 
22 kW power (depending on the electrical connection).  
The hydrostatic travel drive with separate electric motor 
enables the floor cutter to be advanced evenly during 
cutting operation. The cutting depth adjustment and 
the saw blade lift are electro-hydraulic. The scope of 
delivery of the CF-50.2E includes two blade guards for 
800 and 1200 mm diamond saw blades. 
 
 

Electric floor saw with high 
daily output

Order no. 30000067

Technical data CF-50.2 E

Max. cutting depth mm 300 - 500
Blade-Ø mm 800 - 1200
Bore hole of blade mm 35
Blade mounting rechts oder links
Max. mounting width mm 5
Motor output kW 15 / 22 switchable
Voltage V / Hz 400 V / 50 
Amperage A 32 / 63 switchable
Cutting depth adjustment electro-hydraulic
Feed hydrostatic
Dimensions L/W/H (transport) mm 1550 / 940 / 1200
Weight kg 580




